**SIGNAL TIMING**

**CONTROLLER TIMINGS**

<table>
<thead>
<tr>
<th>CONTROLER PHASE</th>
<th>1</th>
<th>2</th>
<th>3</th>
<th>4</th>
<th>5</th>
<th>6</th>
<th>7</th>
<th>8</th>
</tr>
</thead>
<tbody>
<tr>
<td>FACE NUMBER</td>
<td>R/W</td>
<td>L/R</td>
<td>L/R</td>
<td>L/R</td>
<td>L/R</td>
<td>L/R</td>
<td>L/R</td>
<td>L/R</td>
</tr>
<tr>
<td>DIRECTION</td>
<td>T/T</td>
<td>T/T</td>
<td>T/T</td>
<td>T/T</td>
<td>T/T</td>
<td>T/T</td>
<td>T/T</td>
<td>T/T</td>
</tr>
</tbody>
</table>

INITIAL GREEN (MIN)

VEHICLE INT. GAP

MAXIMUM GREEN I

MAXIMUM GREEN II

YELLOW CLEARANCE

ALL RED CLEARANCE

PHASE CLEARANCE

DETECTION DELAY

PERMITTED

FLASH OPERATION

OPEN POSITION

**NOTES:**

1. POSTED SPEED LIMITS ARE AS FOLLOWS:
   - MAJOR RD IS XX MPH
   - MINOR RD IS XX MPH

2. VIDEO DETECTION ZONES SHALL BE APPROXIMATELY 60' LONG PER LANE, INCLUDING 10 FEET BEYOND THE STOP BAR.

3. WHEN IN FLASH MODE ALL SIGNAL HEADS SHALL FLASH RED.

4. SIGNAL TIMING WILL BE FINALIZED BY MAINTAINING AGENCY UPON FINAL ACCEPTANCE.